
o 
® 

m 
W 
o 

m 
I s4 

o 
m 
m 
m 

a 

!= 



40 



LAN CLIENT 



FIG. 1 (PRIOR ART) 



REMOTE MACHINE 



APPLIANCE 



1 

ENTER AP 
FOR MONIT 
CONFIG 
REMOTE fi 


' ( 
PLICATION 
ORING AND 
URING A 
APPLIANCE 




r 


MAKE 
CONFIGURATION 
CHANGES LOCALLY 




r 



120 



112 



122 



124 



ENCRYPT AND 
ELECTRONICALLY 

SIGN THE 
CONFIGURATION 

CHANGES 



114^ y 



126 

s 



TRANSMIT 
CONFIGURATION 
CHANGES TO 
APPLIANCE VIA EMAIL 



WAIT FOR 
CONFIRMATION 
EMAIL 



128 



116 





r 100 


CONFIGURE 
APPLIANCE FOR 

REMOTE 
MANAGEMENT 






r 102 


SEND EMAIL WITH 

STATUS AND 
CONFIGURATION 




1 


r 104 


RECEIVE EMAIL 
, CONFIGURATION 
CHANGES 






r 


106 


VALIDATE SENDER 




i 


r r 


108 


SCHEDULE 
CONFIGURATION 
UPDATE 






r 


110 


SEND CONFIRMATION 
EMAIL 











FIG. 2 



